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 Digipath Digital Service 
 
7. 

 
DDS Optional Features 

 

7.1 Secondary Channel Capability (SCC)  
 
 

7.1.1 
 

Definitions 
 

 
 

Primary Channel—A DDS access line to the customer premise. 
 

 
 

Secondary Channel—An independent lower speed derived companion channel operating with the 
primary channel of a DDS access line. 

 

 

 
 

7.1.2 
 

Description 
 

 
A. SCC provides for a derived companion digital transmission channel at a lower bit rate, which 

is independent of its associated primary channel, for simultaneous two-way synchronous 
transmission of digital signals between two or more customer premises equipped with 
customer-provided equipment compatible with SCC. 

 

 

1. 
 

SCC is offered as an optional feature for a DDS access line which operates at a 
transmission speed of 56 kbps. 

 

 

B. Service is not available on a DDS access line which requires regenerative repeaters in the 
loop to the customer premises. 

 

C. SCC may be ordered at the same time the primary channel access line is ordered or it may 
be ordered as an addition to existing DDS access line. 

 

D. In ordering SCC customers must agree to out-of-service periods required to add this feature 
to an existing DDS access line. 

 

E. Each DDS access line on a two-point or multipoint circuit with SCC must be equipped with 
this feature. 

 

F. Customers must provide customer premises equipment which is compatible with the SCC 
interface requirements specified in TR–NPL–000157. 
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