
Issued by:  Carol E. Paulsen, Director Regulatory, Dallas, Texas 75202 

AT&T Communications of New York, Inc.  Section 3 
P.S.C. No. 23 -- Telephone   Leaf No. 55 
Message Telecommunications Service  Revision: 0  
Effective Date:  July 21, 2010 Superseding Revision:  
  

SECTION 3-CONNECTIONS 
 
3.2. CONNECTIONS TO PRIVATE LINE SERVICES (Cont'd) 

 
3.2.9 CONNECTIONS OF TERMINAL EQUIPMENT AND COMMUNICATIONS SYSTEMS NOT 

SUBJECT TO PART 68 OF THE FEDERAL COMMUNICATIONS COMMISSION'S RULES AND 
REGULATIONS (Cont'd) 

 
F. Minimum Protection Criteria for Electrical Connections (Cont'd) 

 
 3. Where there is connection to telecommunications services, to prevent the interruption or 

disconnection of a call, or interference with network control signaling, it is necessary that the 
signal applied by the terminal equipment to the Company interface located on the Customer's 
premises at no time have energy solely in the 2450 to 2750 Hertz band.  If signal power is in the 
2450 to 2750 Hertz band, it must not exceed the power present at the same time in the 800 to 2450 
Hertz band. 
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